
Telephone:
Fax:

(414) 327-1700
(414) 327-0532

OILGEAR
2300 So. 51st Street

Milwaukee, WI USA 53219

+.0004.000 -.002

5.16

R2.38

6.88

5.750

.25

2.77
TYP

.50

1.63
14.54

.75

.75

6.57

8.29

15.93

17.49

.71

.71

5.31

2.03

11.42

4.45

4.38
TYP

3.57

SAE INVOLUTE SPLINE
13 TEETH, 16/32 PITCH
.875 [22,23] MAJOR DIA
CLASS 5 FIT

 

PVWC w/ Electronic Proportional
Center Assist Control

 

PORT "A1" TOP
PORT "B1" BOTTOM

#8 SAE STR THD CONN
.750-16UNF-2B THD

CHARGE PUMP INLET
#8 SAE STR THD CONN

.750-16UNF-2B THD

CASE DRAIN 
#8 SAE STR THD CONN

.750-16UNF-2B THD

NEUTRAL ADJUSTMENT
(UNDER CAP)

MTG HOLES
(2) .562

GENERAL NOTES:
 
1) RIGHT HAND (CW) ROTATION UNITS SHOWN.
     
2) THESE UNITS ARE DESIGNED TO RUN WITH CASE
   FULL OF FLUID AT ALL TIMES. FILL CASE BEFORE
   STARTING AND CONNECT DRAIN LINES ACCORDINGLY.
        
3) NUMERICAL DIMENSIONS GIVEN IN INCHES.
  
4) TOTAL WEIGHT = 80 LBS
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CHARGE PUMP OUTLET
#8 SAE STR THD CONN
.750-16UNF-2B THD

TOW VALVE FOR FRONT PUMP
2 TURNS CCW MINIMUM
FOR COMPLETE BYPASS
.25 HEX

PORT "A2" TOP
PORT "B2" BOTTOM
#8 SAE STR THD CONN
.750-16UNF-2B THD

TOW VALVE FOR REAR PUMP
2 TURNS CCW MINIMUM
FOR COMPLETE BYPASS

.19 FLATS

NEUTRAL SWITCH
(OPTIONAL)

NEUTRAL SWITCH
(OPTIONAL)

CASE DRAIN
#8 SAE STR THD CONN

.750-16UNF-2B THD

NEUTRAL ADJUSTMENT
(UNDER CAP)

SAE "B" MOUNT

SHAFT ROTATION
RIGHT HAND (CW)
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IMPLEMENT RETURN
#8 SAE STR THD CONN
.750-16UNF-2B THD CHARGE PRESSURE INLET

#8 SAE STR THD CONN
.750-16UNF-2B THD
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TANDEM PUMP INSTALLATION DRAWING

PACKARD WEATHER PACK CONNECTOR (2)
(FEMALE SOCKET)

PILOT SUPPLY PRESSURE PORT
#4 SAE STR THD CONN
.438-20UNF-2B THD
FRONT PUMP CONTROLDEUTSCH DT06 2 PIN CONNECTOR

ELECTRICAL INPUT TO THIS
CONNECTOR INCREASES FLOW 
AT OUTLET PORT "A1".

DEUTSCH DT06 2 PIN CONNECTOR
ELECTRICAL INPUT TO THIS
CONNECTOR INCREASES FLOW 
AT OUTLET PORT "B1".

DEUTSCH DT06 2 PIN CONNECTOR
ELECTRICAL INPUT TO THIS
CONNECTOR INCREASES FLOW 
AT OUTLET PORT "B2".

PILOT SUPPLY PRESSURE PORT
#4 SAE STR THD CONN

.438-20UNF-2B THD
REAR PUMP CONTROL

DEUTSCH DT06 2 PIN CONNECTOR
ELECTRICAL INPUT TO THIS

CONNECTOR INCREASES FLOW 
AT OUTLET PORT "A2".

CASE DRAIN
SAE #8 PILOT SUPPLY PRESSURE PORT

(REAR PUMP CONTROL)
SAE #4

CHARGE PUMP OUTLET
SAE #8

A1
SAE #8

B1
SAE #8

A2
SAE #8

B2
SAE #8

EXTERNAL LINE
(SUPPLIED BY CUSTOMER)

CHARGE PUMP INLET
SAE #8

HIGH PRESSURE
RELIEF VALVE/
ANTI-CAV CHECK
CARTRIDGE

RH

CHARGE PRESSURE INLET
  SAE #8

CASE DRAIN
SAE #8

HIGH PRESSURE
RELIEF VALVE/
ANTI-CAV CHECK
CARTRIDGE

HIGH PRESSURE
RELIEF VALVE/
ANTI-CAV CHECK
CARTRIDGE

HIGH PRESSURE
RELIEF VALVE/
ANTI-CAV CHECK
CARTRIDGE

CHARGE PRESSURE
RELIEF VALVE

 

IMPLEMENT
RV
 

PILOT SUPPLY PRESSURE PORT
(FRONT PUMP CONTROL)

SAE #4

 

IMPLEMENT RETURN
SAE #8
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